KNOW v
YOU BUY!

Spectra Premium Radiators

¢ Engineered and designed in North America
* Thermal tested under real life temperature simulation

¢ Rubber compounds formulated to withstand extreme
weather conditions

¢ High tensile strength aluminum for maximum
crimp strength

¢ Heat transfer professionals available to support
your technical needs

We pride ourselves in designing our products that

meet or exceed OE specifications. If a plated oil

cooler was the original OEM produced component,

this is what you will find in your Spectra Premium s , o Pre-applied thread
radiator. g sealant

 Built to OEM specs

* Specially formulated
rubber compound
for sealing o-ring

HEAT DISSIPATION OF TRANSMISSION OIL COOLER (kW)

(0il Flow: 7.57 I/min - Engine Coolant Flow: 60 1/min)

«e High-efficiency H
plated cooler COMPETITORS*

Heat Dissipation (kW)

00 0EM Spectra Premium Supplier A Supplier B Supplier C
7 plates Stanless 7 pates Stanless 7 plates Stainless 5 plates Auminum 4 pates Stanless

OEM Grade, premium fittings are also provided

to ensure proper connectivity while preventing R—

costly transmission and/or engine repairs. Spectra . !
. . . . .  OEM Style drain COMPETITORS®

Premium uses the highest quality of oil coolers built plug

from the best materials and designed for the best

performance. The advantage is always focused on

the consumer who in turn is protected from potential

engine and transmission failures which can generate

extreme repair costs.

* COMPETITIVE PRODUCT COMPARED IN THIS STUDY IS NOT
REPRESENTATIVE OF ALL AFTERMARKET COMPETITOR’S PRODUCT.

PREMIUM SPECTRA
PREMIUM

www.spectrapremium.com




